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Act ecologically:  
The AQUATRON®-Hybrid Toilet System  
The Low Flush Toilet with Separator and 
Composting Toilet System  
  
 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
8 saves water by using low flush or urine separating toilets  

8 separates faeces from the flushing water for composting  

8 relieves residual waste water  
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8 offers the same usual standard and comfort as flush toilets  

8 utilizes human waste  
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The AQUATRON®-Hybrid Toilet System   
 
1. Function  
The Aquatron®-Hybrid Toilet System uses low flush toilets with 4 and 2 
litres flushing volume (q.v. Gustavsberg Water Saving System) or urine 
separating toilets (q.v. Gustavsberg Urine Separating Toilet). Through 
flushing the toilet content is transported to the water separator, where the 
liquid matter (urine and flush water) is separated from the solid waste 
(faeces and paper).  
The separator operates by using centrifugal and gravity power. The solid 
matter falls down at right angle into the composting system, where it is 
decomposed by bacteria and compost organism. The liquid matter run 
into a wastewater system or can be treated by an on site waste water treat-
ment plant.  
 
2. Range of applications  
The Aquatron®-Hybrid Toilet System is designed for one- and multi-
story houses, offices, schools, weekend homes and summer cottages, 
which are connected to water supply and effluent disposal. To meet the 
relative capacity requirement BERGER BIOTECHNIK offers a range of 
different container sizes (q.v. TerraNova Composting Toilet System).  
 
3. Building conditions   
Flush toilets allow an easier planning independent from the site of the 
composting system whereas dry toilets need a vertical pipe connection to 
the composting container. The separator is placed on top of the compo-
sting system, so additional height has to be considered. In buildings with-
out basement the pipe can be lead to an external composting system with 
separator (e.g. at hillside situation).  
 
4. Plumbing  
The separator is suitable for connecting up to three low flush toilets. By 
using the bigger model up to ten low flush toilets can be connected. The 
ventilation takes place separately above the roof. The surplus seepage 
water from the composting system runs above an overflow into the waste 
water system. The flush and surplus seepage water can be sterilized by an 
additional UV-sterilizer.  
 
5. Maintenance  
To improve the composting process organic solids as bark or wood chips 
and additives like minerals and bacteria have to be added regularly (q.v. 
TerraNova Composting System).  
 

Separator, big model  

Installation diagram 


